Five-Year Review Summary Form

SITE IDENTIFICATION
Site name (from WasteLAN): Des Moines TCE Site
EPA ID (from WasteLAN): |1AD980687933
State: IA City/County: Des Moines / Polk

Region: 7

NPL status: X Final [J Deleted O Other (specify)

Remediation status (choose all that apply): [0 Under Construction X Operating [0 Complete
Multiple OUs?* ® YES [ONO | Construction completiondate: 09 / 21 / 1998
Has site been put into reuse? [0 YES ® NO

REVIEW STATUS

Lead agency: ® EPA [ State [ Tribe [ Other Federal Agency

Author name: Genise Luecke

Author title: Site Manager | Author affiliation: Black & Veatch
Review period:** 08/ 26 / 2002 to 12/ 31 /_ 2002

Date(s) of site inspection: 10/21/2002 and 10/22/2002

Type of review:

X Post-SARA O Pre-SARA O NPL-Removal only
O Non-NPL Remedial Action Site [ NPL State/Tribe-lead
O Regional Discretion

Review number: [ 1 (firsty O 2 (second) ® 3 (third) [ Other (specify)

Triggering action:

X Actual RA Onsite Construction at OU # 1 [0 Actual RA Startat OU#

O Construction Completion [ Previous Five-Year Review Report
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Five-Year Review Summary Form, cont’d.

Issues / Recommendations and Follow-up Actions:

Issues

Recommendations and Follow-up Actions

Evidence of cracks and subsidences was
observed in the asphalt cap.

The PRPs should continue ongoing
maintenance to the cap to repair cracks and
subsidences as they occur.

Evidence of coating peeling and insulation
falling was observed in the buildings as
well as cracks in the floor.

The PRPs should continue the building
maintenance program and expand it to
include filling cracks.

Evidence of weeds encroaching along the
southern edge of the asphalt cap near the
South Pond was observed.

The PRPs need to control weed
encroachment to maintain the integrity of
the cap.

No O&M manual was available for the
groundwater extraction and treatment
system, either onsite or with the PRPs.

The PRPs should locate the O&M manual
for the system or obtain a copy from
USEPA. Updates to the system including
the NALCO feed system need to be
included in the O&M manual.

Mechanical failures of the air stripper have
occurred in the past.

Ongoing regular maintenance of the
treatment system should continue to ensure
quick identification of mechanical failures.

Future construction of a roadway across the
northern portion of the site will impact
monitoring wells.

USEPA should continue to coordinate with
the City regarding their plans to construct a
roadway across a portion of the site.

Groundwater extraction system is pumping
below designed extraction rates.

Model the groundwater extraction system,
determine reason for lower pumping rates
and remedy.

Deed restrictions required in the ROD have
not been placed on the Dico property.

Place deed restrictions and monitor land
use.

Weekly monitoring of the groundwater
extraction treatment system appears to be
excessive if the system remains unchanged.

Monitoring requirements of the NPDES
permit should be reviewed and evaluated to
determine of less frequent monitoring is
acceptable.
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Five-Year Review Summary Form, cont’d.
Protectiveness Statement(s):

OU 1: The remedy at OU 1, groundwater extraction and treatment, is expected to
be protective of human health and the environment as currently operated. Exposure
pathways that could result in unacceptable risks are being controlled. The remedial
action objectives (RAOs) identified in the ROD are being achieved. Specifically,
the groundwater extraction and treatment system is successfully controlling
migration of the plume and providing necessary protection of the public water
supply. Continued operation and maintenance of the groundwater extraction and
treatment system and continued groundwater monitoring is necessary to ensure that
the remedy continues to provide long-term protection.

OUs 2/4: The remedies at OU 2 and OU 4, building encapsulation and soil capping,
are protective for industrial uses of the buildings and properties. However, in order
for the remedies to be protective in the long term, continued inspections,
maintenance, and implementation of the institutional controls need to continue to
ensure long-term protectiveness. Analytical results of the sediment sample from the
South Pond overflow indicate that contaminated sediments above cleanup levels are
not migrating out of the pond.

OU 3: The no action alternative with groundwater monitoring for OU 3 is
protective of human health and environment. The remedy continues to meet the
RAOs identified in the ROD. Monitoring data indicates that the contaminant levels
in the OU 3 groundwater have remained steady and are not migrating towards the
Des Moines Water Works gallery. Therefore, the OU 3 remedy continues to be
protective. However, continued groundwater monitoring is required to ensure that
the remedy continues to provide long-term protection.

Overall: Because the remedial actions at all OUs are protective, the site is
protective of human health and the environment.

Other Comments:

Overall, O&M of the groundwater extraction treatment system, buildings, and
asphalt cap appeared to be adequate.
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Executive Summary

The Des Moines TCE site in Des Moines, lowa, consists of four operable units
(OUs). The remedy at OU 1, the contaminated groundwater that threatened the Des
Moines public water supply, included installation of and operation of a groundwater
extraction and treatment system and groundwater monitoring. The remedy at OU 3, the
North Plume, consists of groundwater monitoring. The remedy at OUs 2 and 4 consisted
of installation of an asphalt cap, building encapsulation, removal of South Pond
sediments, and deed restrictions.

The first five-year review of the remedies at the site was conducted in December
1992 and addressed the remedial action for OU 1. The second five-year review was
conducted in December 1997, 5 years after construction completion of the groundwater
extraction and treatment system and addressed the remedies for all four OUs.

The assessment of this, the third, five-year review found that the remedies continue
to be protective and were functioning as designed and in accordance with the Records of
Decisions (RODs). The immediate threats have been addressed and the remedies remain
protective of human health and the environment. Review of the analytical data indicate
that the OU 1 remedial action objectives (RAOs) identified in the ROD are being
achieved. Specifically, the groundwater extraction and treatment system continues to
successfully control migration of the plume and provides the necessary protection of the
public water supply. Continued operation and maintenance of the groundwater extraction
and treatment system and continued groundwater monitoring is necessary to ensure that
the remedy continues to provide long-term protection.

The remedies at OU 2 and OU 4, building encapsulation and soil capping, are
protective for industrial uses of the buildings and properties. However, in order for the
remedies to be protective in the long term, continued inspections, maintenance, and
implementation of the institutional controls need to continue to ensure long-term
protectiveness. Analytical results of the sediment sample from the South Pond overflow
indicate that contaminated sediments above the cleanup levels are not migrating out of
the pond.

The no action alternative with groundwater monitoring for OU 3 is protective of
human health and environment. The remedy continues to meet the RAOs identified in
the ROD. Monitoring data indicates that the contaminant levels in the OU 3 groundwater
have remained steady and are not migrating towards the Des Moines Water Works
gallery. Therefore, OU 3 continues to be protective. However, continued groundwater
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monitoring is required to ensure that the remedy continues to provide long-term

protection.
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1.0 Introduction

The purpose of the five-year review is to determine whether the remedy at a site is
protective of human health and the environment. The methods, findings, and conclusions
of the reviews are documented in Five-Year Review reports. In addition, Five-Year
Review reports identify issues found during the review, if any, and identify
recommendations to address them.

The Agency is preparing this Five-Year Review report pursuant to the
Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA) §
121 and the National Contingency Plan (NCP). CERCLA § 121 states:

If the President selects a remedial action that results in any hazardous
substances, pollutants, or contaminants remaining at the site, the President
shall review such remedial action no less often than each five years after
initiation of remedial action to assure that human health and the environment
are being protected by the remedial action being implemented. In addition, if
upon such review it is the judgement of the President that action is appropriate
at such a site in accordance with section [104] or [106], the President shall
take or require such action. The President shall report to Congress a list of
facilities for which such review is required, the results of such reviews, and any
actions taken as a result of such reviews.

The Agency interpreted this requirement further in the NCP; 40 CFR
§300.430(f)(4)(ii) states:

If a remedial action is selected that results in hazardous substances, pollutants,
or contaminants remaining at the site above levels that allow for unlimited use
and unrestricted exposure, the lead agency shall review such action no less
often than every five years after the initiation of the selected remedial action.

The U.S. Environmental Protection Agency (USEPA) Region VII has conducted a
five-year review of the remedial actions implemented at the Des Moines TCE site in Des
Moines, lowa. This review was conducted by a contractor, Black & Veatch Special
Projects Corp. (BVSPC), for the entire site from September 2002 through November
2002. This report documents the results of the review. A title search was conducted as
part of the five-year review, the results of which are included as Attachment 3. The title

search was conducted to verify current ownership of the Dico property.
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This is the third five-year review for the site. The first five-year review was
completed by USEPA Region VII in December 1992. The triggering action for this
statutory review is the initiation of the Operable Unit (OU) 1 groundwater remediation in
late 1987. The five-year review is required because hazardous substances, pollutants, or
contaminants remain at the site above levels that allow for unlimited use and unrestricted

exposure.
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2.0 Site Chronology

Table 2-1 presents a summary of the major site events and relevant dates in the site
chronology.
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Table 2-1
Chronology of Site Events

Event Date

Volatile organic compounds (VOCs) including trichloroethene (TCE), 1975

1,2-dichloroethene (1,2-DCE), and vinyl chloride were detected in the

city of Des Moines water supply.

Proposed for the National Priorities List (NPL). 12/30/1982

Final listing on the NPL. 09/08/1983

Remedial investigation (RI) completed. 12/1985

Feasibility study (FS) completed. 04/1986

Record of Decision (ROD) selecting remedy for OU 1 signed. 07/21/1986

Unilateral Administrative Order (UAOQ) issued to responsible party to 07/21/1986

perform the remedial design and remedial action for the OU 1.

OU 1 remedy implemented and placed into operation. 12/1987

Administrative Order on Consent (AOC) requiring an RI/FS for OU 2 08/08/1989

entered into Federal Court.

Record of Decision selecting remedy for OU 3 signed. 09/18/1992

The first Five-Year Review was conducted. 12/1992

OU 2 RI completed and approved by USEPA. 02/1993

OU 2/4 FS completed. 1994

Record of Decision selecting remedy for OU 2/4 signed. 12/13/1996

Unilateral Administrative Order issued to responsible party to conduct 03/04/1994

removal action at OU 2 Buildings 1 through 5 and the Maintenance

Building.

Unilateral Administrative Order issued to responsible party to conducta | 06/14/1994

removal effort to addressing threats associated with OU 2/4 pesticide

contamination in soils.

Administrative Order on Consent requiring a removal action at the South | 12/07/1995

Pond Area was entered into Federal Court.

The second Five-Year Review was conducted. 12/29/1997
Des Moines TCE Site 46910.846-01
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3.0 Background

The Des Moines TCE site is located in the south-central portion of the city of Des
Moines, lowa, adjacent to the Raccoon River. This section presents site background
information including descriptions of the site physical characteristics, land use, and past

response actions.

3.1 Physical Characteristics

The site includes a portion of the Des Moines Water Works facility, the Dico, Inc.
(Dico) property, the industrial area north of the Raccoon River, the Tuttle Street landfill
to the east, and the Frank DuPuydt woods to the south. In all, the Des Moines TCE site
encompasses more than 200 acres and has been divided into four operable units by the
USEPA. The site is located in an industrial area of the city of Des Moines alongside the
Raccoon River as shown on Figure 1 in Attachment 1. The Dico property is in a heavy
industrial district. The southern portion of the site is in the Raccoon River flood plain.
The South Pond on the Dico property is a wetland.

3.2 Land and Resource Use

The Dico property has been used for a variety of industrial uses including a grey iron
foundry, a steel wheels manufacturing plant, chemical and herbicide distribution, and
pesticide formulation processes.

The land use for the site is industrial. The land use of the surrounding area is
support commercial. The RAs selected for this site were based an industrial site use.
However, a major redevelopment project in the River Point West area adjacent to the east
of the Dico property, may alter future land use in the area. At this time it is uncertain
whether the Dico property will be redeveloped. If redevelopment plans include uses
other than industrial for the Dico property, then USEPA will need to be involved to
determine whether levels of contamination remaining at the site are protective for the
planned use. The Dico property is currently fenced. The majority of the property is
capped with an asphaltic cap.

The Des Moines Water Works, which supplies potable water to the city of Des
Moines, is immediately across the Raccoon River from the Dico property. The onsite
groundwater extraction system is designed to prevent contaminated water from entering
the Des Moines Water Works. The dominant groundwater flow direction is toward the

Raccoon River.
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3.3 History of Contamination

Degreasers containing trichloroethene (TCE) were used onsite during the
manufacture of wheels and brakes. The oily waste sludges were disposed of into a
drainage ditch on the Dico property and used as dust control on the parking lot. These
waste disposal practices were discontinued in approximately 1979.

In addition, bulk chemical storage and distribution occurred on the Dico property.
Bulk quantities of various solvents were repackaged and distributed to commercial
clients in the 1950s and 1960s. These solvents included perchloroethene, TCE, toluene,
xylene, and 1,1,1-trichloroethane. The solvents were stored in large above ground
containers and packaged in 55-gallon drums for distribution. A drum cleaning area was
located west of the production building.

From the mid-1950s through the early 1970s, pesticide and herbicide formulation
was conducted Buildings 1 through 5 and the Maintenance Building. The resulting
technical grade pesticides and herbicides were then sold. The primary formulation
activities were conducted in Buildings 2 and 3, while Buildings 4 and 5 were primarily
used for chemical and product storage.

The major source of the groundwater contamination at OU 1 was the contaminated
subsurface soil. Soil contamination had been detected into the saturated zone around 30
feet below ground surface. The contaminants detected in the subsurface soils acting as a
source of the OU 1 groundwater contamination include TCE and 1,2-dichloroethene
(1,2-DCE). The subsurface soil contamination was addressed under OU 2 remedies.
Contaminants detected in the OU 1 groundwater include TCE; 1,2-DCE; vinyl chloride;
1,1-dichloroethene (1,1-DCE); chloroform; and 1,1, 1-trichloroethane. This contamination
was addressed under OU 1 remedies. The highest levels of soil contamination were
found in close proximity to the areas Dico used and handled solvents. Table 3-1 lists the
maximum concentrations of the contaminants of concern detected at the site.

OU 2 was subdivided geographically into two operable units, roughly along the lines
of TCE handling areas and pesticide formulation areas. One unit concerned the
subsurface soils acting as a source of the OU 1 groundwater contamination discussed
above. The second unit consisted of surficial soils containing elevated levels of aldrin,
dieldrin, and lead. The contaminated surface soils were covered with an asphalt cap in
1994. The highest concentrations of aldrin and dieldrin were detected east, northwest,
and south of the Production Building and north of Building 1. The highest
concentrations of lead were detected in the surface soils along the west side of the
Production Building. The maximum concentrations of contaminants detected at OU 2 are

Des Moines TCE Site 46910.846-01
Third Five-Year Review Report 3-3 12/31/2002



listed in Table 3-1. After further investigation, EPA found that the pesticides/metals
contamination extended over both operble units. The two operable units were

recombined for purposes of the December 1996 ROD.
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Table 3-1

Main Hazardous Substances Detected at the Site

Operable | Media Contaminant Maximum Concentration
Unit
Oou 1 Groundwater Trichloroethene 8,467 ug/L
1,2-Dichloroethene 2,000 ug/L
Vinyl chloride 95 ug/L
1,1-Dichloroethene 6 ug/L
Chloroform 7.3 ug/L
1,1,1-Trichloroethane | 6 ug/L
ou 2 Surface Soils Aldrin 0.036 mg/kg
Dieldrin 7.9 mg/kg
Lead 4,880 mg/kg
Subsurface Soils Trichloroethene 55 mg/kg
1,2-Dichloroethene 130 mg/kg
ou3 Groundwater Trichloroethene 100 ug/L
1,2-Dichloroethene 59 ug/L
Tetrachloroethene 350 ug/L
ou 4 Buildings/Concrete | Aldrin 7,680 mg/kg
Dust Dieldrin 69.9 mg/ke
Chlordane 30.5 mg/kg
Dioxin 0.00623 mg/kg
Buildings/Insulation | PCBs 29,000 mg/kg
Surface Soils Aldrin 10 mg/kg
Dieldrin 59 mg/kg
Chlordane 18.4 mg/kg
Thind Fve-vear Review Report 3-5 a0



The contaminants in the OU 3 groundwater include TCE, 1,2-DCE, and
tetrachloroethene (PCE). The OU 3 contamination was initially discovered during
monitoring of the OU 1 groundwater remediation system. The OU 3 groundwater
contamination was determined to be present at isolated locations with the OU 3 and no
specific sources were identified. The maximum concentrations of contaminants detected
in the groundwater at OU 3 are listed in Table 3-1.

The primary contaminants detected in the OU 4 buildings (Buildings 1 through 5 and
the Maintenance Building) were aldrin dieldrin, chlordane, polychlorinated biphenyls
(PCBs), and dioxin. The highest levels of aldrin, dieldrin, and chlordane were detected in
the concrete floor of the Maintenance Building. Lower levels of these compounds were
detected in Buildings 2, 3 and 4. Dioxin was detected in the concrete floor of Building 2.
PCBs were detected in the insulation of Buildings 2, 3, 4, and 5 and the Maintenance
Building with the highest concentration being detected in Building 3. The maximum
concentrations of contaminants detected in the buildings at OU 4 are listed in Table 3-1.

Contaminants detected in the surface soils at OU 4 were aldrin, dieldrin, and
chlordane. The pesticides were detected above health-based cleanup levels in numerous
locations across OU 4. Contaminants detected in the surface soils in the South Pond area
of OU 4 were aldrin, dieldrin, and chlordane. These pesticides were detected in the
surface soils along the northwestern edge of the South Pond, sediment samples from the
South Pond, and in samples collected from the east drainage ditch. The maximum
concentrations of contaminants detected in the surface soils at OU 4 are listed in
Table 3-1.

3.4 Initial Responses

After VOCs, including TCE, 1,2-DCE, and vinyl chloride, were detected in the Des
Moines water supply in the mid-1970s, the Des Moines Water Works north infiltration
gallery was taken off line. Extensive investigations were undertaken to identify the
sources of the contamination. The site was proposed for the National Priorities List
(NPL) on December 30, 1982, and was finalized on the NPL on September 8, 1983. An
RI/FS was completed for OU 1 in 1986 that addressed the groundwater contamination
present. The groundwater remedial action was placed into operation in December 1987.

Several removal actions have occurred at the site to address the contamination in the
soils and buildings. The removal action for the buildings addressed contamination
associated with various interior portions of the Dico Buildings 1 through 5 and the

Maintenance Building, and the former aldrin mixing tank, annex, and surrounding soils.
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The removal action included cleaning the interior surfaces of the buildings, demolition
and disposal of the aldrin tank and annex structure, excavation and disposal of the soils
surrounding the aldrin tank, application of epoxy coatings to walls and a urethane coating
to the floors of the building, and securing the building insulation.

The removal action for the soils included excavation and capping of contaminated
soil. Soils from low-lying drainage areas were excavated and disposed of at an offsite
facility. An asphaltic cap was constructed over the remaining contaminated soils at the
site.

3.5 Basis for Taking Action

The main contaminants that have been released at the site in each media are listed in
Table 3-1. In the mid 1970's, contaminated groundwater infiltrated the city's public water
supply by entering the Des Moines Water Works north infiltration gallery. Levels of
TCE in the public water supply exceeded the safe drinking water standards (maximum
contaminant levels [MCLs]). To protect the water supply, the affected portion of the
north gallery was shut down. In addition, the OU1 groundwater extraction and treatment
system was installed to capture and treat the contaminated groundwater.

The remedial action selected for OU3, no action with continued groundwater
monitoring, was based on the results of the OU3 Remedial Investigation which showed
no identifiable contaminant sources in the area north of the Dico property. Low levels of
contaminants were detected in some of the OU3 monitoring wells. Because the north
gallery had been shut down and the OUT1 extraction and treatment system was operating,
it was believed that groundwater from the OU3 area would not impact the public water
supply. Therefore, a program of groundwater monitoring was selected for the OU3 area.

The cleanup actions taken for OU2 and OU4 were based on the release of
contaminants at levels above acceptable health risks for industrial exposures into onsite
soils and sediments. Several onsite buildings contained contaminated dust which may
have been released into the environment via pedestrian and equipment traffic. Elevated
levels of pesticides and metals were detected in the shallow soils across OU2 and OU4.
In addition, drainage areas including the South Pond and a ditch adjacent to the east of
the Dico property, contained pesticides at levels exceeding the established health-based
level. To address the risks posed by contamination in OU2 and OU4, remedial actions
were selected to prevent exposures to the contaminated media. Cleanup standards for
OU2 and OU4 were based on an industrial land use scenario. For that reason, land use
restrictions were also a part of the remedy for OU2 and OU4.
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4.0 Remedial Actions

4.1 Operable Unit 1

Operable Unit 1 involves the volatile organic compound (VOC) contamination in the

groundwater that has threatened the Des Moines public water supply.

4.1.1 Remedy Selection

The Record of Decision (ROD) for OU 1 of the Des Moines TCE site was signed on
July 21, 1986. Remedial action objectives (RAOs) were developed as a result of data
collected during the RI to aid in development and screening of remedial alternatives to be
considered for the ROD. The RAOs for OU 1 of the Des Moines TCE site were:

*  Cost effectively provide a remedial alternative that effectively mitigates and
minimizes threats and provides adequate protection to the public health from
exposure to contaminated water provided by the Des Moines Water Works that
would be obtained through operation of the north gallery.

»  Control the groundwater contaminant migration, and therefore, reduce the threat
to the public health by reducing the area where potential exposure could occur.

The major components of the OU 1 remedy include the following:
» Installation and operation of a groundwater extraction and treatment system
consisting of groundwater extraction wells and an air stripper.

*  Groundwater monitoring of wells across the site.

4.1.2 Remedy Implementation

In a Unilateral Administrative Order (UAO) issued to Dico on July 21, 1986, Dico
was ordered to perform the remedial design/remedial action (RD/RA). The RD was
conducted in conformance with the ROD and the OU 1 RA construction was completed
in December 1987.

4.1.3 System Operations/ O&M

Operation and maintenance (O&M) of the system has been performed by Dico.
O&M activities have included extraction well and treatment system maintenance and
monitoring.

Monitoring has included periodic monitoring of the groundwater and surface water
in the Raccoon River and weekly monitoring of the air stripper influent and effluent.
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Based on review of the annual Performance Evaluation Reports from January 1996
through December 1999 (Report Nos. 11, 12, 13, and 14), the air stripper has continued
to operate at an efficiency above the National Pollutant Discharge Elimination System
(NPDES) permit level of 96 percent except on two occasions. For one week in 1996, the
air stripper efficiency dropped to 95 percent, but was again above 96 percent the next
week. In 1997, the air stripper efficiency dropped substantially (to less than 50 percent)
for a 2-week period when there was a mechanical failure of the blower. The stripper
efficiency returned to above 96 percent as soon as the air stripper blower was repaired.
Figure 2-3 (provided in Attachment 2) from the Performance Evaluation Report No. 14
for the period from January 1999 through December 1999 shows concentrations of TCE,
1,2-DCE, and vinyl chloride in the air stripper influent since startup in December 1987.
Figure 2-6 (provided in Attachment 2) from the Performance Evaluation Report No. 14
shows the air stripper efficiency since startup in December 1987.

As seen on Figure 2-3 (provided in Attachment 2), in June 1997 the TCE influent
concentration rebounded when the two extraction wells with the highest TCE
concentrations were temporarily shut down for repairs. When these wells were restarted
(after an unspecified period of time), the TCE influent concentrations rebounded to levels
higher than before the shutdown. While the concentrations of TCE are again declining,
they have not returned to their pre-1997 levels. However, the rebound seen in the
groundwater extraction system influent concentrations after restarting the extraction
wells may indicate that pulsed pumping of the wells should be considered.

The groundwater extraction and treatment system continues to capture the TCE and
1,2-DCE contaminated groundwater plume as shown on Figures 2-12 and 2-13 (provided
in Attachment 2) from the Performance Evaluation Report No. 14.

An ongoing issue with the groundwater extraction system is the lower extraction
rates being obtained from the extraction wells. The system was designed for an
extraction rate of 1,000 gallons per minute (gpm) to maintain the groundwater plume
containment. The average groundwater extraction rate in 1999 was 600 gpm, well below
the design level.

Weekly monitoring of the groundwater treatment system for the NPDES permit has
continued since the system was installed in 1987. Based on the data available, if the
system is not significantly changed, reducing the frequency of this sampling should be
considered. However, if the system is significantly changed (i.e., an extraction well is

removed from service), the weekly monitoring should be continued for a period of time
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sufficient to ensure that the system is still operating as designed and that the NPDES

permitting requirements are being met.

4.2 Operable Units 2 and 4

Operable Unit 2 (originally referred to as the South Area Source Control) consists of
the Dico property and a portion of the Frank DePuydt woods. OU 2 originated to address
the sources related to the groundwater contamination being addressed under OU 1. OU 2
is characterized by VOC contamination in subsurface soils. In 1989, an Administrative
Order on Consent (AOC) was signed by Dico for the performance of an RI/FS for OU 2.
During the OU 2 RI, additional contaminants, primarily pesticides and herbicides, were
detected in OU 2 soils. Following this discovery, OU 2 was subdivided to separately
address the issues and area related to the VOCs (now the revised OU 2) and the area
which involved the formulation of pesticides and herbicides (now OU 4).

OU 4 has been defined to include the portions of the Dico property including
Buildings 1 through 5 and the Maintenance Building; soil and sediment associated with
the former aldrin tank and the South Pond area; and the area associated with completed
soil discing operations; and the low-lying area south and east of the Dico property up to

the railroad spurs owned by the Union Pacific Railroad.

4.2.1 Remedy Selection

The ROD for OUs 2/4 of the Des Moines TCE site was signed on December 13,
1996. RAOs were developed as a result of data collected during the OU 2 RI and the OU
4 RI to aid in development and screening of remedial alternatives to be considered for the
ROD. The following general RAO for OUs 2/4 of the Des Moines TCE site was
identified:

*  Maintain the buildings, asphalt cap, and South Pond area so that exposure
pathways continue to be controlled or minimized. This will minimize risk for
both current and anticipated future industrial use of the site, and will protect
human health and the environment.

The following specific RAOs corresponding with the nature and extent of
contamination at the site and the associated findings of the baseline risk assessments
were developed:

»  For the buildings, maintain the control of potential exposure pathways related to

contaminated materials in Buildings 1 through 5 and the Maintenance Building,
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and to protect human health and the environment during continued and future
industrial uses.

»  For the soils, maintain the control of potential exposure pathways related to
contaminated soils and to protect human health and the environment during
continued and future industrial uses similar to the current industrial operations
and activities.

*  For the South Pond Sediment, minimize the risks from potential exposure
pathways related to contaminated soils and to protect human health and the
environment during continued and future industrial uses similar to the current
industrial operations and activities.

The major components of the OUs 2/4 remedy include the following:

*  Continued maintenance as called for by the response actions.

* Land use restrictions to prevent residential development.

»  Periodic seal coats applied to the asphalt cap.

»  Sampling of soils at the South Pond discharge area during the CERCLA

periodic reviews.

4.2.2 Remedy Implementation

The selected remedy for OU 2 and OU 4 included O&M of the previous removal
actions involving Buildings 1 through 5 and the Maintenance Building, the asphalt cap
placed over a large area of surface contamination, and the drainage area known as the
South Pond Area. The remedy also called for land use restrictions to maintain an
industrial use. To date, the remedy has not been fully implemented.

Following signature of the ROD, USEPA issued notice letters to all of the PRPs to
initiate consent decree negotiations for implementation of the remedy. All PRPs
responded except for Dico. Since the owner of the property would not join the
negotiations, the scope of the consent decree was narrowed to a cash-out settlement.
Since Dico was already performing the required O&M of the buildings and asphalt cap
pursuant to the 1994 UAOs, the most substantive components of the remedy were being
implemented. Recently, USEPA has coordinated with Dico regarding a plan for
implementation of the remedy by proposing a comprehensive site-wide O&M plan.
Discussions on this continue.

For all intent and purposes, the necessary O&M of the South Pond Area action has
been implemented. Since the response action involved the excavation and offsite
disposal of soil, the only remaining O&M includes periodic monitoring to ensure that

Des Moines TCE Site 46910.846-01
Third Five-Year Review Report 4-4 12/31/2002



cleanup levels continue to be achieved at the outfall of the pond. These monitoring
events can be conducted during the Five-Year Reviews for the site.

To an extent, land use restrictions required by the ROD already exist by virtue of the
fact that the site is on lowa’s Registry of Hazardous Waste Sites. The registry includes a
provision whereby site use can not be changed without prior notification of the state. The
Iowa Department of Natural Resources has filed a notice with the deed (dated February
25, 2002) that hazardous substances are present at the property and that long term
maintenance is required (see Attachment 3).

4.2.3 System Operations/O&M

O&M of OUs 2 and 4 started in 1994 after the building removal action and
construction of the asphalt cap were completed. O&M activities have been conducted by
Dico in accordance with the O&M plan dated June 14, 1994. Required O&M activities
include employee awareness, monthly inspections, annual inspections and reporting to
USEPA, and collection and analysis of wipe samples every 2 years. Results of the latest
wipe samples (collected in 1999) were not available. Evidence, such as fresh tape and
paint, of past and ongoing maintenance to the building encapsulation system was
observed during the site inspection. However, no evidence of the required monthly

inspections was available.

4.3 Operable Unit 3

Operable Unit 3 consists of groundwater VOC contamination north of the Dico
property and has been under investigation by USEPA for several years. USEPA
conducted the OU3 remedial RI/FS and signed the OU 3 ROD on September 18, 1992.
Contaminant levels detected in OU 3 were significantly lower that contaminant levels
detected to the south on and around the Dico property. Results of the OU 3 RI did not

indicate that any of the properties in the OU 3 area are a source of the contamination.

4.3.1 Remedy Selection

The ROD for OU 3 of the Des Moines TCE site was signed on September 18, 1992.
RAOs were developed as a result of data collected during the OU 3 RI to aid in
development and screening of remedial alternatives to be considered for the ROD. The
RAO for OU 3 of the Des Moines TCE site is to assure continued protection of the Des
Moines water supply.
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The ROD selected a limited action remedy consisting of continued groundwater
monitoring and acknowledged that the OU 1 remedy was capturing the contamination
from OU 3.

4.3.2 Remedy Implementation

The State of lowa has been conducting groundwater monitoring of OU 3 under
agreement with USEPA signed December 14, 1993. No discernable trends have been
identified in the VOC contamination on the OU 3 groundwater plume. The Technical
Progress Report on Groundwater Monitoring conducted April 28, 2000, and July 26,
2001, concludes that there is no evidence of contamination from the North Plume (the
OU 3 groundwater contamination) migrating to the south/southwest towards the Des
Moines Water Works’ gallery system.

4.3.3 System Operations/O&M

O&M activities at OU 3 consist of annual groundwater monitoring. The
groundwater monitoring activities are conducted by the State of lowa. As required, the
sampling results have been submitted to USEPA.
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5.0 Progress Since Last Five-Year Review

During the first five-year review, USEPA determined that the OU 1 groundwater
extraction and treatment system continued to effectively capture and treat contaminated
groundwater, and continued to protect the Des Moines public water supply. USEPA also
determined that the OU 3 remedy remains protective as long as no additional releases of
TCE occur. USEPA stated that the remedies for OU 2 and OU 4 continue to be
protective and that adequate maintenance had been provided.

USEPA recommended that the OU 1 groundwater extraction and treatment system
continue to operate and that monitoring and reporting activities continue. USEPA
indicated that reduced monitoring would be considered and that a proposal should be
provided by the Dico. A proposal has been received by USEPA and is currently being
evaluated.

The city of Des Moines notified USEPA of its plan to construct a roadway over the
norther portion of the Dico property. USEPA recommended that any extractions wells
impacted by the construction be relocated in locations which will maintain adequate
plume capture. USEPA recommended that the cap and underlying soils remain in place,
if possible, and any excavated soils be characterized and properly disposed of. To date
the road has not been constructed on the Dico property; however, road construction had
reached the eastern boundaries of the Dico property at the time of the site inspection.

USEPA recommended that the OU 3 groundwater monitoring be continued.
However, the USEPA recommended that the OU 3 monitoring scheme be evaluated and
modified as appropriate following the fall 1997 sampling event. To date, no
modifications to the OU 3 groundwater monitoring have been made.

USEPA recommended that the O&M activities for OU 2 and OU 4 continue for the
three removal actions. USEPA recommended that the land use restrictions called for by
the ROD be implemented. Based on submittals from Titan Wheel (Dico’s parent
company), annual inspections of the buildings and caps have been completed as required
in the O&M plan although monthly inspections and wipe sampling required by the plan
have not. To date, land use restrictions have not been added to the property deeds (see
Attachment 3, Title Search Results).
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6.0 Five-Year Review Process

6.1 Administrative Components

Members of Titan Wheel (Dico’s parent company) were notified of the initiation of
the five-year review in August 2002. The Des Moines TCE site five-year review team
was led by Mary Peterson of USEPA, the Remedial Project Manager (RPM) for the site.
The five-year review site inspection was conducted by USEPA’s contractor, BVSPC.
The BVSPC team was lead by Genise Luecke, Site Manager, and included members from
the BVSPC staff with expertise in hydrology and the remedial action technologies
implemented at the site.

A schedule was developed for the five-year review extending through December 31,
2002, which included the following components:

*  Community Involvement.

*  Document Review.

» Data Review.

+  Site Inspection.

»  Site Interviews.

»  Site Survey.

» Title Search.

* Five-Year Review Report Development and Review.

6.2 Community Notification and Involvement

A fact sheet announcing the five-year review for the Des Moines TCE site was
developed in August 2002. The fact sheet was made available on the USEPA’s web site
and a notice was published in the Des Moines Register on August 26, 2002.

6.3 Document Review

This five-year review consisted of a review of relevant documents including O&M
records and monitoring data for the site. A complete list of documents reviewed as part
of the five-year review process is included in Attachment 4. Applicable cleanup
standards, as listed in the three RODs for the site, were reviewed. The results of this
review are listed in Attachment 5.
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6.4 Data Review

6.4.1 Operable Unit 1 Monitoring

OU 1 monitoring has been conducted since 1987. OU 1 monitoring includes
sampling of groundwater, air stripper influent and effluent, the north infiltration gallery,
and two surface water locations (one each on the Raccoon River and the Des Moines
River). In general, the groundwater contamination was at its highest levels during initial
operation of the groundwater extraction and treatment system. The contaminant
concentrations have decreased since operation of the remedial action began in 1987 as
shown on Figure 2-3 in Attachment 2. However, as shown on Figure 2-3, the TCE air
stripper influent concentration rebounded in 1997 when the two extraction wells (ERW-6
and ERW-7) with the highest TCE concentrations were temporarily shut down for
repairs. After these wells were repaired and restarted, the TCE influent concentration
remained above pre-1997 levels. The TCE influent concentrations are again declining,
but have not returned to the pre-1997 levels. The groundwater extraction and treatment
system continues to capture the TCE and 1,2-DCE contaminated groundwater plume as
shown on Figures 2-12 and 2-13 (provided in Attachment 2) from the Performance
Evaluation Report No. 14 for the period from January 1999 through December 1999.
Since beginning operation in 1987, groundwater monitoring has shown that the
groundwater extraction and treatment system has reduced the size of plume, pulling the
western boundary of the plume east, away from the Des Moines Water Works gallery.
Based on a comparison of the OU 1 groundwater plume data from 1996 through 1999,
the groundwater extraction continues to provide sufficient capture of the plume to
prevent it from migrating toward the Des Moines Water Works gallery.

The results of the surface water monitoring indicate that the surface water quality
criteria set in the ROD are being met. Table 6-1 presents a summary of the surface water
quality criteria from the OU 1 ROD and the surface water results from the February 1999
sampling event.

6.4.2 Operable Unit 3 Groundwater Monitoring

The State of [owa has been monitoring the groundwater quality of eight wells in OU
3 since April 1996; however, groundwater monitoring of OU 3 has been ongoing since
July 1989. Table 2 in Attachment 6 presents a summary of the PCE, TCE, and 1,2-DCE
data from the OU 3 groundwater monitoring wells. No discernable trends have been
identified in the VOC contamination on the OU 3 groundwater plume. The Technical
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Table 6-1

Surface Water Monitoring Results

Contaminant Raccoon River Des Moines River
Feb. 1999 |Surface Water| Feb. 1999 |Surface Water
Analytical Quality Analytical Quality
Results (ug/L) [Criteria (ug/L) [ Results (ug/L) | Criteria (ug/L)
Trichloroethene 2 80.7 ND 5.0
trans-1,2- 0.7 135,000 ND 70.0
Dichloroethene
1,1,-Dichloroethene ND 1.85 ND 7.0
Vinyl chloride ND 43.5 ND 1.0
Chloroform ND 15.7 ND 100
1,2-Dichloroethane ND 243 ND 5.0
1,1,1-Trichloroethane ND 52,800 ND 200
Tetrachloroethene ND &.85 ND 0.68
ND - Not detected
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Progress Report on Groundwater Monitoring conducted April 28, 2000, and July 26,
2001, concluded that there is no evidence of contamination from the North Plume (the
OU 3 groundwater contamination) migrating to the south/southwest towards the Des
Moines Water Works’ gallery system.

6.4.3 Operable Units 2 and 4 Data

Wipe samples were collected from the buildings in 1999. However, results of the
wipe samples were not available at the time of the five-year review. Based on a review
of the annual inspection reports and the results of the site inspection, the building remedy
appears to be functioning as designed and continues to be protective. In addition, at the
time of the site inspection, only Buildings 4 and 5 were in active use. The remaining
buildings were empty except for some miscellaneous materials being stored in the
Maintenance Building.

As part of the five-year review site inspection, one composite soil sample was
collected from the South Pond overflow area. The pesticide concentrations in the
composite soil sample are below the cleanup levels set in the OU 2/4 ROD and as listed
in Table 6-2.

6.5 Site Inspection

A site inspection was conducted on October 21 and 22, 2002, by the BVSPC Site
Manager and Project Engineer. The site inspection was also attended by Mary Peterson
and Glenn Curtis with the USEPA and Gazi George with Titan Wheel. The purpose of
the site inspection was to assess the protectiveness of the remedies. The status of the
O&M activities including the condition of the groundwater treatment and extraction
system, the building encapsulation, asphalt cap, and South Pond were inspected. In
addition, a sediment sample was collected for pesticide analysis from the South Pond
overflow area. Results of the sampling effort are discussed in Section 6.4.3.

A title search was conducted of the Dico property and the two properties adjacent to
the east of the Dico property. The results of the title searches are included in Attachment
3. In addition, a survey will be conducted to locate the following items:

*  Dico property boundaries.

*  Asphalt cap boundaries.

*  South Pond boundaries.

» Layout of the buildings on the Dico property.
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Table 6-2

South Pond Overflow Soil Sample Results

Compound Concentration (mg/kg) Cleanup Level (mg/kg)*
Aldrin 0.069 1.5 **
Dieldrin 0.60 1.5 **
Chlordane 3.7 18

Notes:

*  Cleanup levels were set in the OU 2/4 ROD dated December 13, 1996.
** The cleanup levels for aldrin/dieldrin are combined. The sum of the aldrin and
dieldrin concentrations must be below 1.5 mg/kg.
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Location of the air stripping tower.

Elevations and locations of the OU 1 groundwater monitoring wells.

The results of the survey will be included as an addendum to this document when the

results become available.

A trip memorandum detailing the activities conducted during the site inspection is

included in Attachment 7. The following general observations were noted during the site

inspection:

Overall, the maintenance on the asphalt cap appeared to be ongoing and
adequate. Specific areas that need to be addressed include repair of cracks in
the concrete truck pads (which a site representative stated were not maintained);
the area west of Building 3 behind the stored empty pallets which had several
subsidences, holes in the cap, and a large area of standing water; and
maintenance of the edge of the cap near the South Pond to correct the
encroachment of weeds. Other, more minor areas that need attention are
detailed in the field log book entries.

Overall, the groundwater extraction system appears to be adequately maintained.
However, no as-built drawings or O&M manual at Titan’s disposal. Mr. Curtis,
USEPA, indicated that USEPA will provide Titan International with a copy of
the O&M manual from USEPA files. It is recommended that the O&M manual
be updated to include the NALCO feed system which has been added to the
treatment train since the original construction to combat air stripper tower
fouling issues.

Overall, the buildings maintenance appears to be ongoing and adequate.
Evidence of ongoing maintenance including past reapplying of floor and wall
coatings and re-taping of the ceiling insulation was apparent throughout the
buildings. Specific areas that need to be addressed include cracks in the
concrete floors that have not been coated or filled as part of the coating
maintenance and the offices on the east end of the Maintenance Building do not
appear to have been maintained for some time and need to be repaired. In
addition, the monthly inspections required by the O&M manual have not been
conducted. These inspections need to be conducted, especially in buildings that
are in use such as Buildings 4 and 5 are currently. Other, more minor areas that
need attention are detailed in the field log book entries.

Des Moines TCE Site 46910.846-01
Third Five-Year Review Report 6-6 12/31/2002



*  Three wells (two unidentified and P-6) were uncapped and unlocked. One of
the unidentified wells had been run over and damaged. These wells need to be

fixed, capped, and locked. All wells onsite should be identified.

6.6 Interviews

Interviews were conducted with various parties connected to the site. Mr. Gazi
George with Titan International expressed concerns about the damaged wells and wells
lost during the 1993 flood. Mr. George wants to close unused and damaged wells. Mr.
Don Brown and Mr. Dan Buttars, both with Titan, were interviewed during the site
inspection. Mr. Buttars, who has been operating the groundwater extraction and
treatment system for approximately 2 months indicated that he did not have an O&M
manual for the system available. Mr. Buttars had some questions about how the system

operates.
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7.0 Technical Assessment

7.1 Question A: Is the remedy functioning as intended by the

decision documents?

Review of documents, ARARs, risk assumptions, and results of the site inspection
indicates that the remedies for the site (OU 1, OU 2, OU 3, and OU 4) are functioning as
intended by the RODs. The groundwater extraction and treatment system for OU 1 has
prevented VOCs from entering the Des Moines Water Works gallery infiltration system
and has met its discharge permit limits. The capping of the soils and building
remediation (OU 2 and OU 4) have prevented exposure to contaminants in the soils and
within the buildings. The OU 3 groundwater monitoring continues to ensure that the
North Plume (the OU 3 groundwater contamination) is not flowing towards the Des
Moines Water Works gallery infiltration system.

O&M of the groundwater extraction system has, on the whole, been effective.
Weekly monitoring of the air stripper influent and effluent have quickly identified any
problems with the mechanical system and they have been quickly repaired. There are no
indications of any specific difficulties with the OU 1 remedy.

O&M of the cap and buildings has, on the whole, been effective. A few areas of the
cap have shown evidence of cracking and subsidence, but maintenance to these areas
(except one) have corrected the problems. Some areas of the buildings have shown wear
and tear to the epoxy coatings and the need for repair and upkeep of the insulation.
Repairs to the epoxy coatings and insulation have been made by Dico as required,
although more thorough repairs should be made. There are no indications of any specific
difficulties with the OU 2 and OU 4 remedies. Analytical results of the sample collected
from the South Pond overflow area indicate that the South Pond remedy continues to be
protective and function as designed.

O&M of the OU 3 groundwater monitoring network has been sufficient. There are
no indications of any specific difficulties with the OU 3 remedy.

7.2 Question B: Are the exposure assumptions, toxicity data,
cleanup levels, and remedial action objectives (RAOs) used at
the time of remedy selection still valid?

There have been no changes in the physical conditions of the site that would affect

the protectiveness of the remedies. However, future construction of a new roadway
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across the northern portion of the Dico property may affect the groundwater extraction
system and the asphalt cap. Close coordination with the City of Des Moines and the
Iowa Department of Transportation is needed to ensure that the integrity of the cap and
the extraction system wells are maintained as they relate to the roadway construction. It
appears that monitoring wells on the northern portion of the property may be impacted by
construction of the roadway. If necessary to adequately monitor the extraction system,
these monitoring wells should be replaced after construction of the roadway is complete.

The soil and building ARARs have been met and the remedy remains protective of
the industrial uses at the site. The groundwater ARARs, including the Safe Drinking
Water Act (SWDA) which specifies the MCLs, still need to be met. Some changes in the
MCLs have occurred since the OU 1 ROD and are highlighted in Attachment 5. Table
7-1 summarizes the changes in the numerical standards associated with the groundwater
contamination at the site. By preventing the VOC contamination from entering the Des
Moines Water Works infiltration gallery, the OU 1 and OU 3 remedies remain protective.
1,2-DCE, PCE, and vinyl chloride have been detected at OU 1 above the new MCLs.
PCE has been detected at OU 3 above the MCL.

7.3 Question C: Has any other information come to light that

could call into question the protectiveness of the remedy?

No new ecological targets have been identified at the site. No weather-related
events, such as flooding, has occurred within the last 5 years that would effect the
protectiveness of the remedies. There is no other information that calls into question the

protectiveness of the remedies.

7.4 Technical Assessment Summary

According to the data reviewed, the site inspection, and the interviews, the remedies
are functioning as intended by the ROD. There have been no changes in the physical
conditions of the site that would affect the protectiveness of the remedies. However, the
future construction of a roadway across the northern portion of the site needs to be
carefully monitored and coordinated to ensure that the integrity of the cap and

groundwater extraction system are maintained.
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Table 7-1

Changes in Groundwater Chemical-Specific Numeric Standards

Contaminant Maximum Detected Standard Citation
(ug/L) (ug/L)
Chloroform ourtl' ND Previou | 100 | MCL. SDWA*
S
ou 3* NA New 80 MCL. SDWA, 1995
1,2-DCE oul' 120 Previou | None | MCL.SDWA *
S
ou 3? 28 New 100 | MCL. SDWA, 1995
1,2-Dichloropropane | OU 1 ND Previou | None | MCL.SDWA*
S
ou3? NA New 5 MCL. SDWA, 1995
PCE oul' 7 Previou | None | MCL. SDWA *
S
ou3:? 170 New 5 MCL. SDWA, 1995
Vinyl Chloride ou1' 4 Previou 1 MCL. SDWA *
S
ou 3? ND New 2 MCL. SDWA, 1995
Notes:
1 Maximum value detected during October 1999 groundwater monitoring effort.
2 Maximum value detected during the July 2001 groundwater monitoring effort.
3 Value from the OU 1 ROD dated July 21, 1986.
ND Not detected.
NA Not applicable

Des Moines TCE Site 46910.846-01
Third Five-Year Review Report 7-3 12/31/2002



8.0 Issues

Table 8-1 summarizes the major issues identified during the five-year review that
effect the protectiveness of the remedies.
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Table 8-1

Issues Identified During the Five-Year Review

Issue Currently Affects Future
Affects Protectiveness (Y/N)
Protectiveness
(Y/N)

Evidence of cracks and subsidences in no-traffic areas N, repaired N, if kept repaired
of asphalt cap and weed encroachment along southern
edge near South Pond.
Evidence of lack of cap maintenance behind pallet N N, if repaired and kept
storage area west of Building 2 including large maintained
subsidences, holes (with soil underneath visible), and
areas of standing water.
Evidence of coating peeling and need to repair N, repaired N, if kept in good
insulation within the buildings. repair
Building monthly inspections and wipe sampling not N N, depending on use
being performed. of buildings
Lack of updated O&M manual for groundwater N Y
extraction system.
Mechanical failures of groundwater extraction system N, repaired | N, if repairs are made
mechanical equipment. in a timely manner
Annual Performance Report for year 2001 has not been N Y, if performance
submitted. problems not reported

in a timely manner
Existing documentation does not identify an exit N N
strategy for any of the operable units.
Future construction of roadway across northern portion N N
of site impacting monitoring wells.
Weekly NPDES monitoring of the groundwater N N
treatment system could be reduced, unless the system
is changed.
Based on rebound of the groundwater extraction N N
system influent concentrations seen when ERW-6 and
ERW-7 were shut down and restarted, pulsed pumping
of the extraction wells should be considered to enhance
the mass removal.
Low pumping rates. N Y, if the low pumping

rates do not provide
sufficient plume
capture
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Issue Currently Affects Future
Affects Protectiveness (Y/N)
Protectiveness
(Y/N)
Deed restrictions as called for in the ROD have not N Y, if site use changes
been placed on the Dico property. to non-industrial
Des Moines TCE Site 46910.846-01
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9.0 Recommendations and Follow-Up Actions

Table 9-1 identifies the recommendations and follow-up actions identified during the

five-year review.

Des Moines TCE Site 46910.846-01
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Table 9-1

Recommendations and Follow-up Issues

[ssue Recommendations / Party Oversight | Milestone Affects
Follow-up Actions | Responsible | Agency Date Protectiveness?
(Y/N)
Current | Future
Evidence of cracks, Repair crack and PRP USEPA [ 06/30/2003 N N, as
subsidences, and weed  |[subsidences in long as
encroachment in asphalt |timely manner. 0&M
cap. Remedy weed is done
encroachment.
Evidence of lack of cap |Repair cap and PRP USEPA [ 06/30/2003 N N, as
maintenance west of keep maintained. long as
Building 2. o&M
is done
Evidence of coating Repair coatings and PRP USEPA | 06/30/2003 N N, as
peeling and need to insulation in a long as
\:epair insulation within  [timely manner. o&M
he buildings. is done
Building monthly Institute monthly PRP USEPA Ongoing N N,
inspections not being inspections and depend|
Lerformed. repair schedule, son
especially in use of
buildings that are in buildin
use. gs
Lack of updated O&M  |Locate and update PRP USEPA | 06/30/2003 N Y
manual for groundwater |treatment system
extraction system. O&M manual.
Mechanical failures of [ Continue routine PRP USEPA Ongoing N N, as
groundwater extraction |maintenance. long as
system mechanical failures|
equipment. are
fixed
| Annual Performance Compel Dico to PRP USEPA 3/30/03 N Y,if
Report for 2001 not submit annual proble
submitted. report for 2001. ms not
reporte
d
Des Moines TCE Site 46910.846-01
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Table 9-1 (Continued)

Recommendations and Follow-up Issues

[ssue Recommendations / Party Oversight | Milestone Affects
Follow-up Actions | Responsible | Agency Date Protectiveness?
(Y/N)
Current | Future
Existing documentation |Develop exit USEPA before next N N
does not identify an exit |strategy for site review
strategy for any of the remedies.
operable units.
Future construction of Study need for PRP USEPA | 09/30/2003 N N
roadway across northern |replacement of
)portion of site impacting |impacted
monitoring wells. monitoring wells.
[Weekly monitoring of Review NPDES PRP USEPA | 09/30/2003 N N
the groundwater monitoring
reatment system could [requirements and
e reduced, unless the determine if less
system is changed. frequent
monitoring is
acceptable.
Based on rebound of the [Model and propose PRP USEPA | 09/30/2003 N N
groundwater extraction [modifications to
system influent system.
concentrations seen
when ERW-6 and
ERW-7 were shut down
and restarted, pulsed
umping of the
extraction wells should
e considered to enhance
mass removal.
Low groundwater Model groundwater PRP USEPA | 09/30/2003 N Y
[pumping rates. extraction system,
rehabilitate wells to
return higher
pumping rates.
Des Moines TCE Site 46910.846-01
9-3 12/31/2002
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Table 9-1 (Continued)

Recommendations and Follow-up Issues

[ssue Recommendations / Party Oversight | Milestone Affects
Follow-up Actions | Responsible | Agency Date Protectiveness?
(Y/N)
Current | Future
Deed restrictions as Strengthen land use | USEPA/ USEPA | 09/30/2003 N Y

called for in the ROD restrictions through PRP
have not been placed on |negotiations with

the Dico property. the property owners
and the City of Des
Moines
Des Moines TCE Site 46910.846-01
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10.0 Protectiveness Statements

10.1 Operable Unit 1

The remedy at OU 1, groundwater extraction and treatment, is expected to be protective
of human health and the environment as currently operated. Exposure pathways that could
result in unacceptable risks are being controlled. The RAOs identified in the ROD are being
achieved. Specifically, the groundwater extraction and treatment system is successfully
controlling migration of the plume and providing necessary protection of the public water
supply. Continued operation and maintenance of the groundwater extraction and treatment
system and continued groundwater monitoring is necessary to ensure that the remedy

continues to provide long-term protection.

10.2 Operable Units 2 and 4

The remedies at OU 2 and OU 4, building encapsulation and soil capping, are protective
for industrial uses of the buildings and properties. However, in order for the remedies to be
protective in the long term, the O&M Plan should continue to be implemented and the
institutional controls should be implemented. Analytical results of the sediment sample from
the South Pond overflow indicate that the sediments are below cleanup levels.

10.3 Operable Unit 3

The no action alternative with groundwater monitoring for OU 3 is protective of human
health and environment. The remedy continues to meet the RAOs identified in the ROD.
Monitoring data indicates that the contaminant levels in the OU 3 groundwater have
remained steady and are not migrating towards the Des Moines Water Works gallery.
Therefore, OU 3 continues to be protective. Because existing documents do not provide
criteria for determining when groundwater monitoring may be discontinued, the necessary
conclusion for this review is that groundwater monitoring should be continued. However, it
is recommended that during the next review period, EPA develop the criteria necessary to
support a decision regarding the need for continued monitoring.

10.4 Overall Protectiveness
Because the remedial actions at all the OUs are protective, the site is protective of

human health and the environment.

Des Moines TCE Site 46910.846-01
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11.0 Next Review

The next five-year review for the Des Moines TCE site is required by December 2007,
5 years from the date of this review.

Des Moines TCE Site 46910.846-01
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Attachment 2
Groundwater Remedial Action Figures
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JIOWA
TITLE
COMPANY

TITLE CERTIFICATE

No. 45%950T1
Dated November 8, 2002 at 7:00 A.M.

Requested by Black & veatch - Genise Luecke
6601 College Blvd Overland rark KS 66211

The undersigned hereby certifies that the following repert is a correct
reflection of the public records ~f Pelk County, Iowa, and the United States
Distrigt Court for the Southern District of Iowa, affecting title to the real
ectaze legally described as follows:

See attached

the record title to which is vested in Daisy Industries, Inc. n/k/a
Dico Corporaticn, Dic Corporation and Dico, Inc. by virtue of Deed
filed December 7, 1945, and recorded in Book 1923, Page 581 ané by
Warranty Deed filed april 2, 1568, recorded in Book 3932, Page 51%:

Including searcheg for conveyances, conflicting conveyances, deeds; unreleased
mcrtgages, modifications and extensicns therecf; Unifcrm commercial Code filings
subsequent to January -, 1975, claims entered in the Claimant's Book; divorce and
prcbate proceedings, mechanics liens, attachments, suits brought and notices filed
ciaiming distriputive shares in said real estate, suits entered in the Lis Pendens
Index; due, delinguent and suspended taxes, tax sales and special assessments
entered on the books cf the Palk County Treasurer, o date hereci.

Blsc including searches for unreleased federal :zax liens, state tax liens;
bankruptcies, judgments and transcripts of judgments from United States and County
Courts against the above-nameé -itleholider(s) for the past ten years to date, and
find none except as shown. We dc not certify ro judgments in divorce actions entered
ten years Or more prior to the date hereof.

No report is made of poesible liens against vendors, mertgagees ©r prior
rtitlehciders.

The report is made for the exclusive information and use of requestor, and nc
liability for errors <or omissions will accrue to the benefit of any other person oI
corporation.

10WA TITLE COMPANY

This report was prepared by Ramona Adkins, Absiracter. * &) .
My direci-dral ielephone number is 288-2338 Ext 402 Bv Leaa)

Connie Wimer, President

Member of the lowa Land Titic Associatian

Member of the Amencarn Land Title Assncianon
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. R s
ELL OF DICD PLAT HO. L, AN DFFICIAL PLAT, ALL NOT INCLUDED N AND FORMING & i ‘.
PART OF THE CITY OF DES MOINES, POLX COUNTY, 10WA, TXCEPT NG THEREFROM THE i
FULLOWING DESCRIBED PARCELS: .

EXCEPT THL NORTHERLY 150.00 FLET OF SAD LOTS ONE LI}, THO 12) AND C. 5

EXCEPT BEGINNWG AT THE SOUTHEAST CORNER OF SAID LQT ONE; THENCE NORTH ON v
THE £4ST LIME OF SAI0 LOT ONE & DISTANCE OF 50.00 FEET; THENCE k
NORTHWESTERLY & DISTANCE OF 200.00 FEEY TO THE POINT OF INTERSECTION WITH o
TRE NDRTH RIGHT-OF-NAY LINE OF THE DES MOINES UMIOK RRILWAY COMPANY (ALSO 1::

THE MORTHERLY LINE OF LOT & OF SalD DICO PLAT HO. I THEMCE SOUTHEASTERLY
ON 5410 WIRTH RIGHT-DF-WAY LINE TO Tuf POQINT OF BEGINNING.

EXCEPT THAY PART OF CAID LDT 2 LYING coUTH OF THE FOLLOWING DESCRIBED LINE:
BEGINNING &7 A ogINT ON THE £asT LINL OF Sall LOT 2, SAlD POINT BEINC THL T
INTERSECTIDN OF THE SOUTH LINE OF LOT A OF 5&10 DICO PLAT NO. | #ND THE ‘ i
FAST LINE OF 5410 LOT 2 {THE EAST LINE oF SAID LOT 2 15 ASSUMED Y0 BEAR .
NORTH DO° (DEGREES) WO (MINUTES) 447 (SECONDS) EAST FOR THE PURPOSE OF
THIS DESCRIPTION); THENCE NORTHWESTERLY DN & €14.66-FO0T RADWIS CURVE s
CONCAVE NORTHEASTERLY AND HAVING A 1T9.98-F00T LOMNG C1ORD BLAMING NORTH

51°16'59" WEST A pISTANCE OF 1BL29 FEET (ARL LENGTHY THERCE MORTH

45©35°39° WESY & DISTANCE OF 1,159.91 FEEY; THENCE NORTHERLY OK &

461.063-FDOT RADIUS CURVE CONCAVE EASTERLY AND WAYING A 400.30-FOOY LOWG

CHORD DBEARING HONTH 18°54°39" KEST & 015) ANCE OF 4'4.07 FEET (ARC LENGTHI;

THENCE RORTHR 05546307 EAST 4 DISTANCE OF 14,07 FEET; THENCE HORTHERLY ON &
£439.90-FDOT R&DWE CURYE COWCAVE EASTERLY AMWO BAVING & 135 T-FOQT LONG

CMORD BEARING HORTH 14°39'52" £48Y & DISTANCE CF 1]E.26 FEET (ARC LENGTHY
THENCE HOATH §&F59'12° WEST A DISTANCE OF 147.8% FECT TO THE WES!T LINE OF

saiD LOT Z.

[XCEPTING THAT PART OF SAID LDT ONE \YIHG EASTERLY OF THE SQUTHERLY
EXTENSION QF THE WEST LINE OF 5.%.11TH STREFT ANL NORTUERLY oF THC
FOLLOWING DESCRIBED LINE: BEGINMING &T A PQRIT ON THE MOST EASTERLY LINE
OF SAID LOT ONE,'SAID POINT BEING 459.90 FEET SOUTH OF THE NORTHEASTERLY
CORNER OF sawp LOT ORE; THENCL WESTEALY 30°00'00° FROM THE NOST CASTERLY .
LINE ©F SAD LOT ONE & DISTANCE OF E54.55 FELT. .

EXCEPTING THaT FART OQF SAID LOT QNE LYINL SOUTH OF THE FOLLAYNNG DESCRIBLD
LINE- BEGINNING &1 & POINT ON THE MOST EASTERLY LINE OF S&i0 LOT ONE, S810
FOINT BEING 459.50 FEET cOUTH OF THE NORTHEASTERLY CORNER OF LAID LOT DNC; -
TENMCE WESTERLY 90°0Q0°00° FROM THL MOST LARTENLY LINE OF SAID LOT ONC A '
DISTANCE OF B54.50 FEET.

CONTAINING APPROXIMATELY 515,557 SouAAT FLET, OR 1104 HCREG,
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alie comasderatine  Lr KA pasc by the JOWA POWER AML LIGHT CONPANY | &

Tl ve
»

: : receip! of whitr us herevy scwnowiedped, the undersignec
N

corpiralaut

=100 CLMPANY, INC.

du hereny grant unto said IOWA POWER AND LIGHT COMPANY the right tc construct, main! and
ppersie an electrical supply Jine. and the poles and other necessary squipment, upon, over, along andizeross
cortair resl estate described beiow, together with the right (o entar upon the ssid real eatata for the purpose

of ronatructing, maintaining er removing said line, and the right to trim ¢r remove, with rsasonable care,
such trees o8 may interfere with the proper maintenance or op:ratlon thereo!.

The sverhwad electric lihe easement to consist of 8 ten foot (10°) wide sTip of
lani being five (5 feer pither side of A centerline described as followst

Camenclng at the northeast corner of Lot 1, Ddoo Plar 1, an Official Plat in
and forming a part of the City of Des Moines, Iowa, thanoe south along the west
line of S.W. 17th Streer a distance of approsimately 440 feet, thenoe west
approsimately 155 fewt to the point of beginning (said point of beginning being
ar, wasting pole for an overhesd slectric line), thence northeasterly to & point
On the vaSi property lihe appreximately 155 feet esast and 30 fees rorth of the
woint of beguanirg.

Thanocanceant .no fof arductas owerkang only., No poles or anchors wiil be
talied o the abrree described property under the rights granted by *hig ease—

LOLGLTA IO tor trus easancnt is less than $500.00.

T 1O%A TOWER ANC LIGHT CUMPANY mlf repair or pay for any damsge wich ey be coused Lo
Lt gences of othes | roerty of the woersioed by e cONSTIUCTION, TRIZILERAICE. ODEALION, OF PAMOY -
cfeand nne wid e caseent slall be binding g the hetrs,  successors. and mesagns of both par-

vien and Mail coobinee wnts ] cwcelled Dy ALLusl consent, or Lhe removal and alandomsment of smid line.

LGATED AT.__Dis AlQINEs 10Ws , this 15 .day of AOLVFAMRBER 1974 .
I -
e e e ——5“‘3““" _‘__‘__mm_mfua_c, hids
R, —_—— -m.::.'p_t‘:_;__uk ) -—rr-[ ha %—
L o % fhohn H Strouf
TTTTT T T - i’ ' —_
v FERT

.
A,_ UL L%,y mowumlm

5 ~r - [IAL Y 4

STATE DF __ _foewaA o ™ S,"'J'ffﬁ' n..;U‘J

VOUNTY OF _LOLK ..
e -hu...__Jj*,d_ﬁ_,‘_dn of. ___EQ\LMLLE_.

§buc voanelly azpearee_ VONOTL Strowl _

A D 15 2% bcfers mu, s« Notary

e SRUWR to b IRe pereer 10 wRo 0 taT are) R awd 18 and wha srecuted Lhe foregeoing snairument, and wcanowlsdged that
P R TR T TS PO Yoiynuery act and deed.
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l-. . Mutary Pubdic
1 Haraic veoar., o
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J\"'H‘Ha:ed this g9 day of \.a , 1980.

- i B C .
iaOm ALL NFE A THESL PRESENTS:  That-Dicc Company, lncs,

t57 ond 4n consideratios of Ooe n::gq ls_l_,& and*othar yal
consideration in hand paid, give grant; 4issmants b
City of Des Moines. lowa for tha use apdtharefitiof the Board of:a
Works Trustees of tha Cicy of De ~ines ;~lowa, ag‘aipaftsof.and in.

fustherance Of the watar intake & 3 dhtrlﬂéﬂm?iyst_a‘-'iinnﬁ?rid ud‘i .
\ bi

controlled Dy such Board of Water Works TIataas:. .’

- *,

Such easensnts AIe ROIC particularly dascr ’ 2
hereto sttachad and are identified thereontss bel 1 a-p
sssemant OF A Construction ensamant,: Kifth:all %, Rpper s
described in Exhihit "A" am & pcrp.tu)#g.._-.nt, ¥
Worke Trustees of the City of Das Moines,’ Iowa shill ‘have
and parperual right to coastruct, repaix,’ operatey inspecty
maintain a water transalssion-line and mec
together with the right to enter upen such ; t
agents, and CORLractars for such purposs, l.l'.pd_ no atrqc;nr
than paving, mhall be permitted or allowed{upon euc

a3 the parties may hermafter agres in \g:it.'!f:ng. ,’&
As to the real estats described:op Exhlbit "A" :
easemant, tha Board of Water Works Trustees of the &y B
Jows shall have the right to go upon such’real satatstonly
purpose of the construction of the wate “transmission-line;
appurtanances, which right, permissionSand easemsent shall ta )
upon the completion of such construction but in all avents o ater "
than January 1, 1982, o T

The Buard of Wzter Works.frumtees of the City of Des Moinas, Iowa
agrees that ac » further coneideration for the eavemants harein men--
tioped that it will, upon the completion of any work of censtruction,
repair, cperation, inapect:>n. or maintenance, causs the aurface of
the real estate to be restored to the condition it was i{mmediately

prior to such work to che extent ressonably possible. i
-

Y

s

15239 DICO COMPANY, INC.

KSTNO 20—, )
: OUNTY, WOWA
PO ™ RECOR: ?" Byt

54, FILED Fo.
OCT -7 1980 AM.
Py

John H, Strouf,

ATE i, hecorte -Eln‘old E. McCarville, Sscretacy

COUNTY QF POLK |

On tois day of Ss%_lc‘ , A.D., 1980, bafore me, the undar-
slqn-rd. & Notary Public in and for the State of Iowa, peraonally appsared
SR fdeayu and W ¢ (reCoru My, to me personslly known, who, being
by me duly sworn, dis s&y that they ara the . ana S.u-ﬁ:"'r— .
;elpectively, Gf sald corporaticn cxecuting the within and foregoling
instrumnent t5 which this is attached, that (no ssal has bes ocurad
by the sald) {the seal affixed thereto is the asesal of nai
itnet Eelc Instrument waa signec (and sealsd) oOnL behalf g
tion _by au’tnon:y of ita Board ¢f Dlrectors; and that th¥ a3l ,
ey ard ¥ f Mhelary Ve a8 such officers acknowi heka akscu—

tion ol s8ic instrument to be the veluntary act and deeg’Qlawed ¥/
corperation, by it and by them voluntarjly exccuted, e ‘h“-."o
N ‘:.‘ " \




f Lot . ,eacepr tne Kezwn 180 !u

A &L Wl

caTrt tnerec? Jesti.ined as follows:  Bogls L8

cf = Lot .. tnenceé Karin aleong the Eaatt line thereaf for a?

if 51 feet, thence horinwestesly fof a.distance of 200 feet olnt

<ioint L wizn the Norch right-of-way e to the Das N3{pasjUnion

Fa.leav CChiany. tnence Southeasterly along gaid North right-—of=way

line 1t the point of beginning) in Dico Platdo. 1,.an OfficialyPlac,

fitw inc.uded :in ard forming 4 part of the.City of Des Molnesk j

Ccunty, lowa, described as follows: 5‘ - . Y o :
Perpetroal Easemant :j-

b “
5% tract of land forty (40) feet in wid
except the North one humdred 128y (130
and excep: railrcad right-of-way.’both &
rereinbefcre, centersd on a line j;_hlcri

b .
Commencing 4t the intersection of the South ﬁﬂ'!}'ﬁ""&t
Street snd the West right-cf-wdy line of Southwast 17th-Street, B1g¢
City Place in safd ity of Des Moines, thence North-alomg safd West'’ 5
rignt-of-way line, with said West right-of-way 1ine Leing the East]} of
satd Lot 1, with sald West right-of-way :1ine ‘having, an assumed trie "R
bearing of K 0° 00' W, with a]1 subsequent mr‘lpt'r‘ renced therefrom,
a distance of three hundred efghty-two %ﬁfu;hnﬁ redths (382.52)
feet to the point of beginning, with saf pﬂnt af beginning befng twenty
{20) feet south of the Southeast corner of Bp{d.North ode hundred fifty
[150) feet of Lot 1; thence N 90" O0' ¥, a distance of three hundred
fourteen and five tenths {314.5] feet to Point A, as showm on Exhibifll,
thence W 90° 00' ¥, a distance of twenty:{20} feet to Pgint B, on thefwest
line of safd Lat 1, as shown on Exhibit 8 beginning sgatn at said Polnt
A, thence § 0 13' £, a distance of -eighty-saven and forty-six hundredths
187.46) feet to Point C, #s shown on Exhibit B, thence 5 0* 23'E, &~
distance of twenty {20] feet tw Pofnt D; beginning sgaip at said Peiat.C,
thence 5 71° 21 K, a distance of twenty-ond and four hundredths lZl.’Oﬂ-
fect to the West line of said Lot L. 2 P

4.

Construstion Easement

LA
Purtng construction, the exsement shall {nclude additional tracts of land (1)
sizteen and seven tenths [16.7) feet {n width, measured normal to the Morth
Tine of the perpetual easement froz the intersection of the Horth ling of ) -
said additions] trdct from 1ts interszction with the South line of said Morth
one nundred fifty [150) feet, thence N 90° 00' W to 1ts intersection with!the
Weit Yine of said Lot 1; (2) siaty-three and three tenths [63.3}. feet Ing
wicth, measured normal to the Scuth Hne of the perpetusl esasement beginning
at the East line of said Lot |, thence N 90* D0' W, & distance of two hundred
fourtecn and five tenths (2)4.5) feet and (3} tha South one hundred
sixty-three and three tenths (163.3] feet of the Morth one hundred
eighty-three and three tanths (183.3) feet of the West one hundrad DNty
(120) feet of that part of said Lot | Tying south of the perpetus] essement
described from the Cast 1ine of sald Lot 1 to Peint B less the perpetual
easement previously cescribed and lying within safd tract. This eascmen
shall only be use¢ for construction purposes., E

& part of Lot I, except the North one hundred fifecy (150} feg‘t thereof,
in Dico P.at Ne. 1, an Official Plat, now {ncluded in and forming a
part ¢f the City of Des Moines, Polk County, Iown‘ described as follows:

Sarpetual Eatement

Zommenting the inrterseczion of the South right-of-way line of wibish

S:::eef. ané :,:.e west right-of-way tine of Southwast 17th Street, Block 4, City
“laze 1n faig J1ty of Ges Hoiaes, thence Horth aslong sald hest

right-of-way “ine. with seld west right-of-wiy 1ine being tne East line of

Lot 1, Cigo Plat No. 1. witn salg Mest right-af-way line having an asguoed

true bearing of N 0" DO' W, with a1l subsequent bearings referenced

therefrom, 2 distance of thres hundrec efghty-two end flfty-teo Mundrecths
382,57 feer 1o 2 polnt twenty (20) feet touth of the Soulneast carner of sals
Horth che nurdrec fIfty (15C) feet of Lot |, thence W 30" 00 b, a digtance

bt D048 e 202




<-.s.lerar.on of ine sum oY ONL DOLLAR ($1.00}, in hand paid by the

City ¢! Des Moines, lowa, a Munic:pal Cnrq?ration, doas hereby sell,
e

grarnt, and convey unto the CITY OF DES MOINES, a perpetual easement

ancd right of way through and across:

LEGAL DESCRIPTION [Easement §1

That pori oo ot Lots 1, 2 and B, DICO PLAT No., 1 an Official Plat
:tnciuded an and forming a part of Des Mmoinas, Iowa, as shown by
Exhibiy "B" and Exhibit "C" attached hersato angd made n part here-
of, more particularly described as follows: Commencing at the
Norhtwest corner of Lot 1 DICO PLAT No. 1; thence § 0932'S0°E
134.84 feet along the West line of Lot 1 to the point of beginning;
thence X 14%427507W 140.00 feet: thence N 26902°30°W 122.10 feet:
thence ¥ 1003C' E 1B.§5 feer to & point on & CuIve concave to the
Southwest hav:ing a radius of 1875.10 feet; thance northwesterly
44.5% feet along sald curve through a central angle of 1921'35";
thence 5 31°35'30"E 44.E5 feet; thance S 26902°SO0"E 119.67 faet;
thence 5 1&042'50*E 136,65 feet: thence S 09312'SO"E 112.79 feet:
thence 5 2704'30"W 152,92 feet: cthance S 9900'10"W 148,17 feet;
theaze 5 LEZ00'10"W 147.74 teer; thence S 26910°10"W 127.20 feet;
thenze § 37920'10"W 127.3% fecz: thence S 46230°46"W 130.07 feet:
thence § 39946 53"W 132.64 feer: thence S 66%29'20~ F 21.6 feet:
tc a point on the North line of Lot / cn A curve concave to thke
SOLtNCASt having . radius of 435,90 feet; thence northeasterly
136.27 feet along saad curve an the north line of Lot A through a
central angle of 17°44'58" tc a point of tangency: thence N 41015
“L"E 12.CE feet tao a Foint on a curve concave to the scutheast
DAVing & radius of 50B.{9 feet: thence northeamcerly 152.07 feet
alpig said ~urve through a central angle of 57°917'45%; thence K
3?‘22'1D“E 109, 55 feet: tuence N 26°$D'10'E 110.00 feet; thence
HOLLTCOULIDTME 1LC.00 feet: thence K 9°00°'Ll0"E 150.00 feet: thence
N 2:04']D'E L54.17 fert w3 a point on the west line of Lot 1: thence
B UT32'50%W 113,00 feet along the west line of Lot 1 to the point of
teyinming containine 1846193 square feet.

ang

LEGAL DESCRIPTION {Easemant #2)

That PL.tion ©f Lot A, DICO PLAT %wo. i, an Official Plat included
if and dormitg o part of Des Mcires, Iowa as shown by Exhibit D
dtilacned hereco